Part Number | Nominal Overall | Strap Width Max. Bundle Cable | Standard
Length Diameter Packaging
mm inch mm inch mm inch

MINIATURE SERIES

ZT75x2.5 | 75 3 2.5 0.10 | 16.02| 0.63 1000
ZT 100X2.5| 100 4 2.5 0.10 | 20 0.79 100
ZT 150X2.5| 150 6 2.5 0.10 | 35 1.38 100
ZT 200X2.5| 200 8 2.5 0.10 | 45 1.77 100
INTERMEDIATE SERIES

ZT 150X3.6] 150 6 3.6 0.14 | 35 1.38 100
ZT 200X3.6| 200 8 3.6 0.14 | 45 1.77 100
ZT 250X3.6| 250 10 3.6 1.14 | 65 2.56 100
ZT 300X3.6| 300 12 3.6 0.14 | 75 2.95 100
ZT 350X3.6( 350 14 3.6 0.14 | 90 3.54 100
STANDARD SERIES

ZT 200X4.8| 200 8 4.8 0.19 | 45 1.77 100
ZT 250X4.8| 250 10 4.8 0.19 | 60 2.36 100
ZT 300X4.8| 300 12 4.8 0.19 | 75 2.95 100
ZT 364X4.8| 364 14 4.8 0.19 | 95 3.74 100
ZT 450X4.8| 450 18 4.8 0.19 | 115 | 4.53 100
HEAVY DUTY SERIES

ZT 200X7.6] 200 8 7.6 0.30 | 45 1.77 100
ZT 300X7.6| 300 12 7.6 0.30 | 75 2.95 100
ZT 364X7.6| 364 14 7.6 0.30 | 95 3.74 100
ZT 430X7.6| 430 17 7.6 0.30 | 110 | 4.33 100
ZT 530X7.6| 530 21 7.6 0.30 | 140 | 5.51 100
ZT 750X7.6| 750 30 7.6 0.30 | 220 | 8.66 100
ZT 630X8.8| 630 25 8.8 0.35 | 175 | 6.89 100
ZT 710X8.8 710 28 8.8 0.35 | 200 | 7.87 100
ZT 800X9 | 800 32 9 0.35 | 220 | 8.66 100
ZT 900X9 | 900 36 9 0.35 | 250 | 9.84 100
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Part Number | Nominal Overall | Strap Width Max. Bundle Cable | Standard
Length Diameter Packaging
mm inch mm inch mm inch

MINIATURE SERIES

ZT100X1.8| 100 4 1.8 | 0.07 20 0.63 100
ZT100X2.2| 100 4 2.2 | 0.09 20 0.79 100
ZT150X1.9| 150 6 1.9 | 0.07 35 1.38 100
ZT150X2.2| 150 6 22 | 0.09 35 1.38 100
ZT250x2.7 | 250 10 27 | 0.1 65 2.56 100
INTERMEDIATE SERIES

ZT150x3 150 6 3 0.12 35 1.38 100
ZT200x3 200 8 3 0.12 45 1.77 100
ZT300X3.3| 300 12 3.3 | 0.13 75 12.95 | 100
ZT250x4 250 10 4 0.16 60 2.36 100
ZT300x4 300 12 4 0.16 75 2.95 100
STANDARD SERIES

ZT 400x4.2 | 400 16 4.2 0.17 | 100 | 3.94 100
ZT 500x4.8 | 500 20 4.8 020 | 130 | 5 100
e Cable Ties are stocked in Black & Natural colours

e Other colours can be manufactured against orders

e Raw Material: Polyamide / Nylon 6,6 as per UL 94 V2

e Tensile Strength values listed are minimum values as per relevant

International Standards. Actual strength achieved is substantially higher



NYLON GLANDS PG THREAD

Material : Parts A,C,E are made of nylon66, parts B and D are made of NBR.

Feature : Special design of clamping die and rubber part, large range in
clamping cable, ultra-strong stretching resistance, waterproof, dustproof,
and high ability to resist salt, acid, alkali, alcohol, grease and general solvent.
Color: Black/white.

EI Instrumentation
PRIVATE LIMITED

Item No. | Thread |Cable Range [Thread O.D.| Thread Length |Spanner Size
Size (mm) L2(mm) L1(mm) A&E (mm)
PG-7 PG-7 3-6.5 12.5 9 18/16
PG-9 PG-9 4-8 15.2 9 22/19
PG-11 | PG-11 5-10 18.6 9 24/22
PG-13.5|PG-13.5| 6-11 20.4 10 27/24
PG-16 |PG-16 10-13 22.5 10 30/27
PG-19 |[PG-19 12-15 24 10 30/28
PG-21 |PG-21 13-18 28.3 12 35/33
PG-25 |PG-25 16-21 30 12 37/35
PG-29 |PG-29 18-25 37 12 45/42 2 =
PG-36 |PG-36 22-32 47 15 58/52 EJ\[‘ 1 =
S0 ==
PG-42 |PG-42 32-38 54 18 62/58 -
L II'(-\Nut Wagher ng Sgal SeaIiE Nut
PG48 |PG-48 | 37-44 50.3 18 70/64 o Y ¢
PG-63 |PG-63 42-50 71 30 83/77
Material : Brass with nickel plated.
Usage : Used for fixing cables and provide effective protection against dust, oil,
water penetrating electrical distribution box, electro mechanical control panel
and other instruments. Innovative design for seal and clamp, wide clamp range,
strong resistance against tensile strength and thus it can protect cables
effectively.
Outer Mounting Thread | Lengthened | Joint | Spanner
Item No. | Cable Range | Diameter of | Hole Diameter | Length | Type Length | Size
Thread(mm) | (mm) GL(mm) | GL(mm) H(mm) | (mm)
PG-7 6.5-3 12,5 12.5-12.7 7 10 19 14
PG-9 8-4 15.2 15.2-15.4 8 10 20 17
PG-11 10-5 18.6 18.6-18.8 8 10 21 20
PG-13.5 12-6 20.4 20.4-20.6 8 15 22 22
PG-16 14-10 22.5 22.5-22.7 9 15 23 24
PG-19 14-10 25 25-25.2 9 15 25 2427
PG-21 18-13 28.3 28.3-28.5 9 15 27 30
PG-25 22-15 32 32-32.2 10 15 29 35
PG-29 25-18 37 37-37.2 1 15 31 40
PG-36 33-22 47 47-47.2 12 15 37 50
PG-42 38-32 54 54-54.2 13 15 38 57
PG-48 44-37 59.3 59.3-59.5 14 15 38 65




NYLON CABLE GLANDS METRIC THREAD

Item No. Thread | Cable Range | Thread 0.D.| Thread Length |Spanner Size

Size (mm) L1(mm) L2(mm) A&E (mm)
MG12A | MG12x1.5 4.5-8 12 9 18/16 .
MG16A | MG16x1.5 6-10 16 15 22/22
MG20A | MG20x%1.5 9-14 20 15 27127
MG25A | MG25%1.5 13-18 25 15 33/33
MG32A | MG32x1.5 18-25 32 15 41/41
MG40A | MG40x%1.5 24-30 40 20 50/50
MG50A | MG50x%1.5 31-41 50 22 60/62
MG63A | MG63x%1.5 44-51 63 25 75/75

(0Pacs

L2
A B

C D E F
Lock Nut ~ Washer Body Seal Claw Sealing Nut

M GLANDS

Item No. | Thread |Cable Range|Thread 0.D.| Thread Length |Spanner Siz
Size (mm) L2(mm) L1(mm) A&E (mm)
i M12 M12x1.5( 3-6.5 12 9 18/16
M16 M16x1.5( 4-8 16 9 22/19
M20 M20x1.5( 6-11 20 10 27/24
M25 M25x1.5( 13-18 25 11 31/28
M32 M32x1.5( 18-25 32 12 38/35
M40 M40%x1.5( 22-32 40 15 52/52
M50 M50%1.5( 37-44 50 18 62/58
| 0 %
@ El ) = ‘
W =
A B c D E
Lock Nut ~ Washer Body Seal Sealing Nut
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WATERPROOF DISTRIBUTION BOXES IP44/IP65

SIZE

80 X 80 X 50
85 X 85 X 50
100 X 100 X 70
150 X 110 X 70
150 X 150 X 70
200 X 100 X 70
200 X 155 X 80
200 X 200 X 80
255 X200 X 80
300 X 250 X 120
400 X 350 X 120

HT IP65 SURFACE MOUNTED MCB BOXES

Specification:

HT Series Box is in line with IEC-493-1 Standard Attractive and durable, safe and
reliable,which is widely used in various places such as fatories, villas, residence, shopping

malls, out door places etc.. Made of Poly Carbonate.
Protection Degree : IP65

SIZE

HT-2

HT-18

HT-5 e |
HT-8 |
HT-12

HT-15 -l

HT-24

ZHFS 4 I1P66 SURFACE MOUNTED BOXES WITH INDICATOR

Deep Cover of these Boxes provides ample space
for wiring and din rail. Made of Polycarbonate.
Protection degree: IP66

SIZE
4WAY
BWAY

L

PUSH BUTTON EMPTY BOXES

Specification: Made of ABS Material widely used
for Push Buttons with different options of 1-5 slots.

Protection degree: IP40

SIZE
ZALO1
ZAL02
ZALO3
ZALO4
ZALOS

LED INDICATING LIGHT

LED INDICATING LIGHT 22.5 @MM (Black Body)
ITEM

AD22-22DS (R,Y,G) 220 VAC

AD22-22DS (BLUE) 220 V AC

AD22-22DS (R,Y,G) 110V\24\12V DC

AD22-22DS (BLUE) 110V\24\12V DC

LED INDICATING LIGHT 16 MM (Black Body)
ITEM

AD22-22DS (R,Y,G) 220 V AC

AD22-22DS (BLUE) 220V AC

LED INDICATING LIGHT 22.5 @MM Economy
ITEM

AD22-22DS (R,Y,G) 220 VAC

AD22-22DS (BLUE) 220 VAC

FLOAT SWITCH

Specification:

FLOAT SWITCH is used for Water Tanks and Submersible Pumps
Protection Degree: IP68

Max.using temperature 60 degree widely used for water level
control. Options available in 2mtr, 3mtrand 5 mtrlength cable

FLOAT SWITCH
2MTR
3MTR
5MTR

EI Instrumentation
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Model No. SIZE PRICE
D9025Z | 36 X 88 X 88 237.00
D9045Z | 45X 98 X 98 310.00
D9065Z | 60 X 119 X 139 683.00
D9105Z | 170 X 125X 170 | 978.00
D9255Z7 | 200 X 160 X 175 | 1260.00

_|4— 88 —Pl |<—53—>| _|4— 88 —Pl I<—7u—>| _| <4+— 139 —™» | Id—m—bl _| <4+— 167 —» | Id—az—bl _| <4 200 — | Id—ga—bl
T T T ° ° T ° ) T o )
Ble | —||& | @ Ble| =f|& | @ g 3 —||& g — ||
© o N <
- for) )
WA L] WAL | l l
e ) ° ) le )
16 45 70 75
D 90252 D 90452 D 90652 D 91052 D 92552
2.5mm?, 20A, AC400V 3~ 2.5mm?, 20A, AC400V 3~ 6mm?’, 32A, AC400V 3~ 10mm?, 50A, AC400V 3~ 25mm?’, 50A, AC400V 3~
4mm?,25A, AC250V 1~ 4mm?, 25A, AC250V 1~ 10mm?, 50A, AC250V 1~ 16mm?, 65A, AC250V 1~ 35mm’, 25A, AC250V 1~
Four ESM20 applicable Four ESM25 applicable Four ESM32 applicable Four ESM32 applicable Three ESM40 applicable
conductor g 6-13mm conductor g 9-17mm conductor g 9-23mm conductor g 9-23mm conductor g 17-30mm
(with Terminal) (with Terminal) (with Terminal) (with Terminal) (with Terminal)

U TYPE CABLE CLIP

SIZE
4MM
5MM
6MM

8MM E‘T’P—,[

9MM f

10MM y
12MM
14MM
16MM
18MM
20MM
25MM

® PE (white, grey) elasticity and shock resisting.
® |nserting type, nail attached in clip. Save time and cost.
Standard Colour : White ® Other colours on request.

J EI Instrumentation
PRIVATE LIMITED
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S

Price per Piece

013 16A3 PIN
PLUG 2P + E

Y

11316 A3 PIN
WALL SOCKET 2P + E

d

213 16A3 PIN

CONNECTOR 2P + E

014 16A 4
PIN PLUG 3P + E

@

114 16A 4 PIN
WALL SOCKET 3P + E

W™

214 16A 4 PIN
CONNETOR 3P +E

¢

015 16A5

PINPLUG3P+N+E

115 16A 5 PIN
WALL SOCKET 3P+ N +E

@&

215 16A5PIN
CONNECTOR 3P + N + E

e =

023 32A3
PIN PLUG 2P + E

\

123 32A 3 PIN

WALL SOCKET 2P + E

223 32A3 PIN
CONNECTOR 2P + E

024 32A 4
PINPLUG 3P + E

124 32A 4 PIN
WALL SOCKET 3P + E

224 32A 4 PIN

CONNECTOR 3P +E

025 32A 5
PINPLUG3P+N+E

125 32A5 PIN
WALL SOCKET 3P + N + E

@&

225 32A5PIN
CONNECTOR 3P + N + E

¢

03563A5

PINPLUG3P+N+E

/’

13563A5PIN
WALL SOCKET 3P + N + E

23563A5PIN
CONNECTOR 3P + N + E

/

012 16A 2PIN
PLUG 2P

112 16A 2PIN
SOCKET

Approved CE, ROHS

1) Poles: 2,3,4,5 poles

2) Current: 16, 32, 63 Amperes

3) Voltage: 230-415V

4) Material: PA66/PA6

5) Easy installation,
Complete specifications,
Safe and reliable

6) Applicable for industrial,
waterproof,dustproof and
corrosion-proof locations.




Model No. Description
ZB2-BA31 220V AC ,Green,N/O, Flush Spring return w/o elements
ZB2-BA42 220V AC ,Red N/C, Flush Spring return w/o elements
ZB2-BA21 220V AC,Black, N/C,Flush Spring return w/o elements
ZB2-BA51 220V AC, Yellow,N/C, Flush, Spring return w/o elements
ZB2-BA61 220V AC,Blue, N/C,Flush Spring return w/o elements
ZB2-BD21 220V AC, Black,N/O,Flush, Standard handle
ZB2-BD33 220V AC,Black, N/O+N/O, Flush, Standard handle 2 Position
ZB2-BC42 220V AC, Red, N/C, Mushroom Head, Spring return
ZB2-BS542 220V AC,Red,N/C,Mushroom Head, turn to release

Model No. Description
ZB2-BE101 N/O, Green
ZB2-BE102 N/C, Red

Model No. Description
ZTE-505/2 220V AC, LED, with Buzzer and Flash,Side Mount, G/R
ZTE-505/3 220V AC, LED, with Buzzer and Flash,Side Mount, G/Y/R
ZTE-505/4 220V AC, LED, with Buzzer and Flash,Side Mount, B/G/Y/R
ZTE-505/5 220V AC, LED, with Buzzer and Flash,Side Mount, W/B/G/Y/R

Model No. Description
Z0OB 61 220V AC, 5A, Button Inter Lock and Auto Reset (Up/Down) 2 w
220V AC, 5A , Button Inter Lock and Auto Reset
Z0OB 62 )
(Up/Down/Left/Right) 4 way
220V AC, 5A, Button Inter Lock and Auto Reset
Z0B 63 (Up/Down/Left/Right/Reverse/Forward) 6 way
220V AC, 5A, Button Inter Lock and Auto Reset
0B 64 (Up/Down/Left/Right/Reverse/Forward/Quick/Slow) 8 way
220V AC,5A, Normal-On and Self Lock Reset is Driven by Off
ZOB 61A (On/Off/Left/Right) 4 way
220V AC,5A, Normal-On and Self Lock Reset is Driven by Off
ZOB 62A (On/Off/Up/Down/Left/Right) 6way
220V AC,5A, Normal-On and Self Lock Reset is Driven by Off
ZOB 63A ( On/OfflUp/Down/Left/Right/Reverse/Forward) 8 way

EI Instrumentation
PRIVATE LIMITED




Size 80 X 80 X 25(3”)

Model Voltage Current Power |Air Volume| Speed Noise |Frequency
v) (A) (W) (CFM) (RPM) | Level (db) (Hz)
8025 12 0.18 2.16 39.0 3600 29.5 120.0
8025 24 0.10 240 375 3600 29.5 120.0
Size 80 x 80 x 25(3”)
| 8025 | 220/240 | 0.09/0.08 | 14/13 | 15/18 | 2350/2400 | 27/28 | 50/60 |

Size 120 x 120 x 38(4”)
| 12038 | 220/240 |o.14/o.13| 26/23 | 90/100 |2650/3180| 42/47 | 50/60 |

Size 172 x 150 x 50 (Oval) (6”)
| 15050 | 220/240 | 0.23/0.23 | 35/33 | 150/170 |2400/2800| 45/46 | 50/60 |

Size 170 x 170 x 51 (Square + Round) (6”)
| 17051 | 220/240 | 0.30/0.29 | 55/54 | 150 | 2200/2700 | 65 | 50/60 |

Size 200 x 200 x 60 (8”)
| 20060 | 220/240 |0.31/0.30| 56/54 | 180/178 |2000/2050| 41/42 | 50/60 |

size | Raty 8;:,;/59)”“' Size | Ro e 82%’;’5‘3”"'
1mm 2.80 4000 14mm 18.78
1.5mm| 3.20 3200 15mm 21.48 800 i
2mm 3.65 4000 16mm 26.23 800 \
2.5mm| 4.78 3200 17mm 32.78 700
3mm 5.18 2400 18mm 34.40 700
3.5mm| 5.53 2000 20mm 43.00 600
4mm 6.60 1600 25mm 56.53 300
4.5mm| 7.25 1600 30mm 73.73 250
5mm 7.98 1000 35mm 102.40 200
6mm 9.25 800 40mm 114.68 200
7mm 10.25 1400 45mm 127.00 200
8mm 11.03 1300 50mm 140.00 125
9mm 11.95 1200 60mm 184.50
10mm 13.05 1100 70mm 256.85 |
11mm 14.08 80mm 284.00
12mm 14.93 1000 100mm| 403.00
13mm | 16.23

FUNCTION : 1. Wire coat and insulation.
2. Shrinking Ratio 2:1
3. Make the joint of terminal block and wire insulated.
4. Protection and insulation of insistors and electrical capacitors.

J EI Instrumentation
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CABLE DRUMS

MODEL NO DESCRIPTION

Size : 275mm

Yellow Color

Provision for 25 mtrs Cable

with 25 mtrs. cable, with 16A 250V Multi Soc

ZCR0425
ZCRO0425 / ZCR0450

Size : 275mm

Yellow Color

with 1.5mm2 * 3 Core Copper Cable 25 mtr
with 16A 250V Multi Socket

ZCR0425

Size : 305MM

Yellow Color

Provision for 50 mtrs Cables
with 16A 250V Multi Socket

ZCR0450
ZCR160450

Size : 305mm

Yellow Color

with 1.5mm2 * 3 Core Copper Cable 50 mtr
with 16A 250V Multi Socket

ZCR0450

Size : 305 mm

with 4, 16a 3pin Industrial Socket
Provision for 50 mtrs

Cable with Power Indicator

ZCR160450

ZCR160250

Size : 305mm

Silver Body

ZCR160450 | with 4,16a 3pin Industrial Socket
1.5*3 Core Copper Cable 50 mtrs with
Power Indicator w/o Industrial Plug

Size : 290mm

Black Body

ZCR160250 | with 2, 16a 3pin Industrial Socket
Provision for 50 mtrs Cable

w/o Industrial Plug ZCR320350

Size : 305mm

Silver Body

ZCR320350 | with 2, 32a 3pin Industrial Socket
Provision for 50 mtrs Cable

w/o Industrial Plug

DTL-2 LUGS CU /AL. BIMETALLIC LUGS

Size
10MM2
16MM2
25MM2
35MM2
50MM2
70MM2
95MM2
120MM2
150MM2
185MM2
240MM2
300MM2

J EI Instrumentation
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Insulated Cord End Terminals

|

Dimension(mm)

Wire range

Item No

F

L

W

Do

Co

AW.G

mm

Colours

E0508

8.0

14.0

2.6

1.3

1.0

22

0.5

White/Orange T

E7508

8.0

14.3

2.8

1.5

1.2

20

0.75

Sky Blue/Grey

E1008

8.0

14.3

E1010

10.0

16.3

3.0

1.7

1.4

18

1.0

Red/Black

E1508

8.0

14.3

E1510

10.0

16.3

3.5

2.0

1.7

16

1.5

Red/Black

E2508

8.0

15.4

E2510

10.0

17.4

E2512

12.0

19.4

4.0

2.6

2.3

14

2.5

DarkBlue

E4009

9.0

16.4

E4010

10.0

17.4

E4012

12.0

194

4.5

3.2

2.8

12

4.0

Grey

E6012

12.0

20.5

6.0

3.9

3.5

6.0

Black/Yellow

E10-12

12.0

20.8

7.5

4.9

4.5

10

Ivory

E16-12

12.0

22.0

8.7

6.2

5.8

16

Green

Insulated Twin Cord End Terminals

—j Do p—

@)

Item No

Dimension(mm)

Wire range

|
1
i

d
f

L

W

B

Do

Co

AW.G.

mm?®

Colours

TE0508

8.0

14.5

5.0

6.5

1.8

1.5

2x22

2x0.5

White/Orange

TE7508

8.0

14.7

5.5

6.7

2.1

1.8

2x20

2x0.75

Blue/Grey

TE1008

8.0

151

5.5

TE1010

10.0

171

71

23

2.0

2x18

2x1.0

Red/Yellow

TE1508

8.0

15.5

6.4

TE1512

12.0

19.5

7.5

2.6

23

2x16

2x1.5

Black/Red

TE2512

12.0

20.5

8.0

8.5

3.3

2.9

2x14

2x2.5

Dark Blue

TE4012

12.0

231

8.8

1.1

4.2

3.8

2x12

2x4

Grey

Te6014

14.0

26.1

9.5

121

5.3

4.9

2x10

2x6

Black

2

1

Cat No. |Colour Size

0.5-1.5

MDD 1-187 (8) | Red
(0.8 x 4.75mm Tab)
0.5-1.5

MDD 1-250 Red
(0.8 x 6.35mm Tab)
15-2.5

MDD 2-250 Blue
(0.8 x 6.35mm Tab)
4-6

MDD 5-250 Yellow
(0.8 x 6.35mm Tab)

RECOMMENDED TOOL : YYT-07 / HT-5132H

Cat No. (Colour Size

0.5-1.5

FDVI-110 (5) | Red
(0.5 x 2.8mm Tab)
0.5-15

FDVI-110 (8) | Red
(0.8 x 2.8mm Tab)
0.5-15

FDDI-110 (5/8) | Red | (0.5 x 2.8mm Tab)
(0.8 x 2.8mm Tab)
0.5-2.5

FDD1-187 (8) | Red
(0.8 x 4.75mm Tab)
1.5-25

FDD2-187 (8) |Blue
(0.8 x 4.75mm Tab)
0.5-15

FDD1-250 (8) | Red
(0.8 x 6.35mm Tab)
1.5-25

FDD2-250 (8) | Blue
(0.8 x 6.35mm Tab)
4-6

FDD5-250 (8) | Yellow
(0.8 x 6.35mm Tab)

RECOMMENDED TOOL : YYT-07 / HT-5132H

EI Instrumentation
PRIVATE LIMITED

Vinyl Insulated Male Disconnectors

Vinyl Insulated Female Disconnectors
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Cat No. |Colour Size
0515
FLDNY-250 | Red | 1 & x 6.35mm Tab)
0515
FLDNY2:250 | Blue | o &y 6.35mm Tab)
46
FLONY 5250 | YBlOW | ooty

RECOMMENDED TOOL : YYT-07 / HT-5132H

5y
e
S50
o -
e /’{/{}f/ £
< ey

-
R

Cat No. | Colour Size
Min # 20x1 + 22x1
WN-1 | Grey
Max # 16x2
Min # 20x3
WN-2 |Blue
Max # 16x3
Min # 20x3
WN-3 | O
B9 | \ax # 16x3 + # 181
Min # 14x1 + # 18x1
WN-4 | Red
Max # 14x4 + # 18x1
Cat No. |[Colour Size
0.5-1.5mm
FDFN 1-250 | Red
(0.8 x 6.35mm Tab)
0.5-1.5mm
MDFN 1-250 | Red
(0.8 x 6.35mm Tab)
1.5-2.5mm
FDFN 2-250 | Blue
(0.8 x 6.35mm Tab)
1.5-2.5mm
MDFN 2-250 | Blue
(0.8 x 6.35mm Tab)

RECOMMENDED TOOL : YYT-07 / HT-5132H

Cat No. |[Colour Size
0.5-1.5mm

MPD 1155 | Red |\ oo
0.5-2.5mm

MPD 2155 | Blue |\ oo

RECOMMENDED TOOL : YYT-07 / HT-5132H

Cat No. [Colour Size
0.5-1.5mm
PBDD 1-250 | Red (0.8+6.35mm Tab)
0.5-2.5mm
PBDD 2-250 | Blue (0.86.35mm Tab)

RECOMMENDED TOOL : YYT-07

“ o

SR A
S H \P';ﬁ =
™ t‘,,é%c j
RECOMMENDED TOOL :

Cat No. ([Colour Size
0.5-1.5mm
FRD 1-156 Red (3.9Wx7.3L)
1.5-2.5mm
FRD 2-156 Blue (3.9W7.30)

RECOMMENDED TOOL : YYT-07 / HT-5132H

Cat No. (Colour, Size
BV -1 Red 0.5-1.5mm
BV -2 Blue 1.5-2.5mm
BV-5 Yellow 4-6

RECOMMENDED TOOL : YYT-07 / HT-5132H

Cat No. |Colour Size

CE-1 White | 22-16AWG (1.25mm)
CE-2 White | 16-14AWG (2mm)

CE-5 White | 12-10AWG (5.5mm)
CE-8 White | BAWG (8mm)

Cat No.

Colour

Size

FDFD 1-110 (5)| Red

0.5-1.5
(0.5 x 2.8mm Tab)

FDFD 1-187(5)| Red

0.5-1.5
(0.5 x 4.75mm Tab)

FDFD 1-187 (8) Red

05-1.5
(0.8 x 4.75mm Tab)

FDFD 1-250 (8) Red

0.5-1.5
(0.8 x 6.35mm Tab)

FDFD 2-250 (8) Blue

1525
(0.8 x 6.35mm Tab)

FDFD 5-250 (8) Yellow

46
(0.8 x 6.35mm Tab)
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END SEALS FERRULES CRIMPING SECTION

CRIMPER FOR FERRULES

CRIMPING TOOLS

Handy - sleek crimper for cable ferrules - twin cord and end cord
insulated / non-insulated with pressure adjustment section six nos, close
to release fibre glass nylon handles, full proof crimping
CAPACITY : Min: 0.5mm’/ Max: 6.0mm* AWG 20-10

Handy-sleek crimper for cable ferrules - twin cord and end cord insulated / > 5
non-insulated, with pressure adjustment section six nos, close to release ", S
fibre glass nylon handles, full proof cromping. T °

CAPACITY : Min: 0.25mm?/ Max: 6.0mm’ AWG 30-10
HSCS8 6-4

Handy sleek crimper for cable ferrules - cord end insulated & non-
insulated plus twins cord insulated ferrules, with pressure adjustment

' ‘ “ section four nos. close to release fibre glass nylon handles for full proof
3 crimping.
—, . CAPACITY : Min: 0.25mm’/ Max: 6.0mm? AWG 23-10

NEW GENERATION CRIMPER

LAS-005 new generation crimper for ferrules / insulated / non-insulated
terminals. Energy saving crimping plier with changeable crimping die
sets 3 in 1 for crimping end sealing ferrules. 2nd die set (changeable)
suitable for insulated terminals/ connectors. 3rd die set (changeable)
suitable for non-insulated terminals / connectors tools has heavy duty
fibre glass handles for smooth crimping.

CAPACITY : Min: 0.5mm?’/Max: 6.0mm* AWG 22-10

CAPACITY : Min: 0.5mm?/ Max: 6.0mm? AWG 20-10

CAPACITY : Min: 0.3mm?/ Max: 8.0mm* AWG 20-7

INSULATED TERMINALS / CONNECTORS CRIMPING SECTION

CRIMPER FORINSULATED TERMINALS

Heavy duty crimper for insulated terminals-connectors with three built in dies,
marking 1.5mm2 (red), 2.5mm2(blue), 4.6mm2(yellow) with fibre glass nylon
handles, built-in crimping jaws tools with six sections pressure adjustment, push to
release system, full proof crimping.

CAPACITY : Min: 0.5mm?/ Max: 6.0mm? AWG 20-10

OPEN BARREL SNAP-ON TERMINALS SECTION
HS-03B

CRIMPER FOR OPEN BARREL TERMINALS
HS-038 crimper for open barrel terminals tab - connector crimper for open barrel e
terminals, 4.5 + 6.3mm tab pressure adjustment sections - six nos., push to release

system, close to release handles made of fibre glass nylon.

CAPACITY : Min: 1.0mm?/ Max: 4.0mm* AWG 17 - 12
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(Manual Hand Tools)

Heavy duty crimper for non-Insulated terminals connectors, with push to
release system and close to release handles made of fibre glass nylon.
(Wedge shape crimping impression)

CAPACITY : Min: 1.5mm?/Max: 6mm* AWG 22-10

Heavy duty crimper for non-insulated terminals connectors, with push to
release system and close to release handles made of fibre glass nylon.
With interlocking system. (Wedge shape crimping impression)

CAPACITY : Min: 1.25mm?*/ Max: 16mm’ AWG 16 -5

Heavy duty crimper for non-insulated terminals connectors, with push to
release system and close to release handles made of fibre glass nylon.
With interlocking system. (Wedge shape crimping impression)
CAPACITY : Mm: 6mm?/ Max: 16mm* AWG 16 -5

Heavy duty crimping tools with indexing rotating diedrum spring

loaded (hexagonal crimping impression) for crimping terminals- \}) <
connectors \\3 )
weight of the tools is 1.3 kgs and length 390mm.
CAPACITY : Min: 6mm?*/ Max: 50mm®
(Dieless - rotating die drum) Heavy duty crimping tool (dieless), wedge
¢ shape impression crimping with Indexing die drum, handle with PVC
- ~ grips (no loose dies) suitable for copper and aluminium terminals -
9 !'E;-El. ° connectors crimping
{ v l weight 2.2kgs; length 570mm.

CAPACITY : Min: 8mm?*/ Max: 38mm’m (10-35mm?)/AWG 8-2

WIRE STRIPPER

Self adjustable stripper with adjustments of blade for both soft or
hardsheaths. Tool provided with adjustable stopper for consistency in
wire strip lengths. Powder coated metallic body with fibre glass nylon
handles for easy grip.

Weight 0.6kg and length 170mm.

CAPACITY : Min: 1.0mm’/ Max: 3.2mm’

Ga

HE-TO0A. HES-TO0N MS- 7008

WIRE CUTTER

Flat cable cutter for cutting ribbon cable, max 30mm width use & for
general purpose harness wire cutting, with locking system provision &
fibre glass nylon handles for easy grip. Weight of the tool is 0.15kg.,
Length 165mm.

CAPACITY: Upto 6mm’”

CABLECUTTER

Cable cutter for cutting copper and aluminium unarmoured cables upto
70mm’ material chromium steel, tool provided with soft PVC grip
handles length 230mm, Weight of the tool is 500gms. ® )
CAPACITY : Upto 70mm’® EI Instrumentation

PRIVATE LIMITED




— CABLE CUTTER
Cable cutter for cutting copper and aluminium unarmoured cables upto
120mm?* The operated handle is made from alloy-aluminium metal, the
— “* blade is forged by chromium-vanadiam steel which is sharp to save labour
on cutting. Tool provided with PVC grip handles, length 300mm, weight
0.70Kgs.
CAPACITY: Upto 120mm’

CABLE CUTTER

ey —
For cutting copper and aluminium unarmoured cable upto 250mm’. The ) e"
operated handle is made from alloy-aluminium metal, the blade is forged —
by chromium-vanadiam steel which is sharp to save labour on cutting.
Tool provided with PVC grip handles, Length 600mm, Weight 1.2Kgs.

CAPACITY : Upto 250mm®

’ Hand Hydraulic Crimping Tool

Hand hydraulic crimping tool (concealed) for crimping non-insulated
terminals -connectors both light and heavy duty the tool has maximum
operating pressure 16 tons output. Maximum stroke 13mm with weight
of 4.8Kg, available range 6-120mm’ giving hexagonal crimping shape.
With set of dies the entire tools is set m a easy transportable acrylic
carrying case. The tool has easy and instant pressure releasing system
with sleek head to accommodate entry of cables at remote working area.
CAPACITY : 6-120mm’

D

Hand Hydraulic Crimping Tool

Hand hydraulic crimping tool (concealed) for crimping non-insulated
terminals -connectors both light and heavy duty. The tool has maximum
operating pressure 16 tons output. Maximum stroke 10mm with weight
of 4.8Kg, available range 16-3000mm'giving hexagonal crimping shape.
With set of dies the entire tools is set in a easy transportable acrylic
carrying case. The tool has easy and instant pressure releasing system
with sleek head to accommodate entry of cables at remote working area.
CAPACITY : 16 - 300mm?

Hand Hydraulic Crimping Pump + Jack

Hand hydraulic crimping pump + jack with connecting high pressure
hydraulic hose hand operated crimping pump with maximum operating
pressure 16t max. stroke 22mm the pump is connected to a high
pressure hydraulic hose to a jack which has 'U' frame top opening for
easy entry of cables and dies. The tools Is supplied with the hexagonal
die set for crimping 16 to 400mm?’.

CAPACITY : 16 -400mm’

J EI Instrumentation
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KEC TOOLS (Made in Taiwan)

CABLE FERRULES CRIMPER

Handy sleek crimper for cable ferrules-cord end insulated & non-
insulated plus twin cord insulated ferrules, with pressure adjustment
sections six noz. closeto release fibre glass Red nylon handles for full
proof crimping.

CAPACITY : Min: 0.08 to 6.0mm?/ Max: DIN standard (AWG28-10)

CRIMPER FOR FERRULES

Handy-sleek crimper for cable ferrules - twin cord and end cord
insulated / non-insulated, with pressure adjustment sections six nos,
close to release fibre glass nylon handles, full proof crimping.
CAPACITY: Min: 0.5mm?/ Max: 6.0mm?

CABLE FERRULES CRIMPER YA

CRIMPER FORFERRULES

Handy-sleek crimper for cable ferrules twin cord and end cord insulated /
non-insulated, with pressure adjustment sections six nos, close to
release fibre glass nylon handles, full proof crimping.

CAPACITY: Min: 6.0mm?/ Max: 16.0mm?

CRIMPER FORINSULATED TERMINALS

Heavy duty crimper for insulated terminals connectors, with three built-
indies, marking 1.5mm2 (red), 2.5mm2 (blue), 4-6mm2 (yellow), with
fibre glass nylon handles, built-in crimping jaws with marking
impression after crimping, tool with six sections pressure adjustment,
push to release system, full proof crimping.

CAPACITY: Min: 1.5mm?/ Max: 4.6mm?

CRIMPER FOR"D" SUB-CONTACT TAB TERMINALS
Tab-conffector crimper for open barrel terminals/female & male D-
subminiature contacts with pressure adjustment sections - six nos, push
torelease system, close to release handles made of Fibre glass nylon.
CAPACITY : Min: AWG 24-30/Max: AWG 18-22

CRIMPER OR OPEN BARREL TAB TERMINALS
Tab-connector crimper for open barrel terminals, with pressure
adjustment sections - six nos, push to release system, close to release
handles made of fibre glass nylon.

CAPACITY: Min: 0.5mm’/ Max: 6.0mm’

CRIMPER FOR NON-INSULATED TERMINALS

Heavy duty crimper for non-insulated terminals-connectors, with push
to release system and close to release handles made of fibre glass
nylon. (Wedge shape crimping impression)

CAPACITY: Min: 1.5mm?/Max: 10.0mm’
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STRIPPER CUM CUTTER
Self adjustable stripper cum cutter with adjustment of blade soft or hard
sheaths. Tool has two functions as both a cutter and a stripper for
electrical cables of 0.5 to 6mm2 in diameter. Tool provided with
adjustable stopper for consistency in wire strip lengths. Striper can strip
maximum 25mm. Tool width 3.2 inches and length 6.5 inches.
CAPACITY: Min: 0.5mm? / Max: 6.0mm’

STRIPPER

Self adjustable stripper with adjustment of blade for both salt or
hardsheaths. Tool provided with adjustable stooper for inconsistency in
wire strip lengths. Powder coated metallic body with fibre glass nylon
handles for grip.

CAPACITY : Min: 0.5mm?/ Max: 6.0mm’

WIRE CUTTER & STRIPPER

Flat cable cutter for cutting ribbon cable, max. 30mm width use & for
general purpose harness wire cutting, with locking system provision &
fibre glass nylon handles or easy grip.

CAPACITY : Min: 0.5mm?/ Max: 6.0mm®

CABLE ECUTTER

Cabile cutter for cutting copper and aluminium unarmoured cables upto
60mm2 material chromium steel, tool provided with soft PVC grip
handles;

length 240mm; width - 40mm; weight - 300 gms.

CAPACITY : Min: 0.5mm?/ Max: 60mm’

CABLECUTTER

Cable cutter for cutting copper and aluminium unarmoured cables upto
400mm2. The operated handle is made from alloy-aluminium metal, the
blade is forged by chromium-vanadiarn-steel which is sharp to save
labour on cutting. Tool provided with PVC grip handles length 680mm;
weight-2.120kg.

CAPACITY : Min: 25mm?/ Max: 400mm?

HAND HYDRAULLIC CRIMPING TOOL

Hand hydraullic crimping tool (concealed) for crimping non insulated
terminals connectors both light body and heavy duty. The tool has 17 tons
output weight 14kgs., head 9.5 kgs. available range from 16mm2 to
400mm2 giving hexagonal crimping shape. The tool is provided with nine
sets of hexagonal dies as per DIN / JIS standards -16-25, 35, 50-70, 95,
120, 150, 185-240, 300 & 400 (9 sets of hexagonal dies). The entire tool is
set in a easy transportable acrylic carrying case. The tool has automatic
cut-off system for perfect crimping which avoids excessive over crimping
of joint. Easy and Instant pressure releasing system. Head sleek to
accomodate entry of cable at remote working areas.

CAPACITY: Min: 16mm?/Max: 400mm®
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Terms of Sale :
1. All Prices are National Price Ex-works.
2. Taxes Applicable.

EI Instrumentation

PRIVATE LIMITED

93, Govindappa Naicken Street, Chennai 600 001

t +91-44 25367290 / 42173676 / 42165905 / 25381011
e info@eleindia.com w www.eleindia.in
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